
1. Perforated stainless steel, prefab entry module.
2. Entry with stair hall open to brightly lit spaces above.
3. Perforated steel, pre-fabricated stair bridge and storage module. Water-jet 

cut, CNC machine folded and bolted system with large steel and red rubber 
clamp washers. Continuous steel handrails bolted on with same clamp 
washer system.

4. Living room open to a continuous þow of horizontal and vertical space 
linking all primary rooms of the house.  Typical ýnish surfaces include 
recycled agricultural ýber panels on insulated walls and curved ceiling; þat 
white painted partition walls, ceilings, and cabinet faces; and natural ýnish 
Douglas Fir Loewen window frames throughout the house.

5. Living room window wall rises through a romantically curtained slot of space 
open to the curving wood ceiling above. The curtains ripple gently in the 
breezes þowing through bands of awning windows open to air and views on 
every wall.

6. Dining room veiled but visible to entry through perforated steel stair module 
and lit from above through perforated steel bridge module overhead.

7. Kitchen open to continuous þow of horizontal and vertical space in house, 
and open to courtyard deck, dawn to dusk daylight, and views in all 
directions.  Typical surfaces include gloss white cabinet faces, recycled 
aggregate concrete þoor and countertops, stainless steel appliances. Other 
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surfaces are continuous with living room surfaces, described above and 
typical throughout the house. 

8. East-facing kitchen window wall is open above, rising to a curved ceiling and 
opening onto the courtyard deck.

9. Courtyard deck with focused views to north and south, and through the house 
in all directions.  Courtyard deck is open directly to kitchen in Phase One and 
music studio in Phase Two.  Large window walls, slatted sun screens, and 
perforated stainless steel balcony overhead animate and deýne the space of 
this important exterior living room.  The space is intended for both informal 
gatherings and theatrical summer recitals.

10. Flowering shade trees on south side of courtyard deck further deýne space, 
provide privacy from entry path and provide cooling shade in summer.

11. Perforated steel stair sets up multi-layered variable translucencies that 
balance privacy with continuities of light and space þowing through the heart 
of the house.

12. Perforated steel bridge brings light through to the dining room below, and 
suggests separation ï like a cattle crossing ï between private bedroom and 
bath spaces.

13. Master bedroom space has views in all directions with a gracefully curving 
wooden roof þowing overhead.

14. Bedroom is open to living room below, but closeable with a heavy, sound-
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insulated curtain þowing across the breadth of the balcony along the arc of 
the ceiling.

15. Bedroom and bath have open view to rock garden and rising hillside.
16. Master bathroom suite is generously open to views and light in all directions 

and to the continuous þow of the arcing ceiling overhead. Large soaking 
tub and large shower both have wide-open views. Separate sound-isolated 
toilet stall is the only closed area of bath. Continuous, heavy, sound isolating 
curtain can be drawn  across both bedroom and bath to fully close the 
master bedroom suite from the rest of the house.

17. Large main bathroom has large windows for brightness, airþow, and 
generous views.

18. Long bathroom countertop areas double as laundry workspace and storage 
for enclosed, stacked washer dryer sited conveniently adjacent to all 
bedroom spaces.

19. Generously sized bedrooms with lots of light and view.
20. Bunk bed/lofts are tucked against the arched ceiling above large closets.
21. Bedrooms can serve as open ofýce spaces until needed as guest rooms or 

childrenôs rooms.
22. Bedrooms are open through perforated steel balcony railings to kitchen 

below and to large window walls open to courtyard deck area. Bedrooms 
are closeable with heavy, sound and light isolating curtain.
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